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SMALLY OB 

SMALLY

DOMUS Line design

LED spotlight with wide projection

Materials:

thermoplastic polymers

Finishes:

aluminium, steel, chrome and satin nickel

Light sources:

SMD LED module

Application type:

universal

Installation:

recessed and surface

Utility Model application
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SMALLY

SMALLY is an innovative spotlight with a wide light beam that 
is designed to be installed in a recessed 58mm hole with 
only a 12mm depth. The device projection is consistent, 
wide and devoid of the typical LED spotlight dotted effect 
feature. SMALLY integrates a special optic that appears 
neutral and uniform, even when the device is switched off.

SMALLY SP

SMALLY SP can be installed quickly on surfaces and 
there is no need to plan for complex and precautionary 
holes in the furniture. The SMALLY Plus configuration 
(both in the recessed and surface versions) is fitted with 
a disconnectable power lead so the device can easily be 
disconnected and removed if necessary.

SMALLY OB

SMALLY OB for installations on surfaces and with 
asymmetrical projection is ideal when mounted against the 
wall under kitchen cabinets. The 12Vdc power supply of 
the entire SMALLY collection means that the device can be 
connected to all DOMUS Line electronic sensor switches.
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12 Vdc
3W
2000mm
MiniPlug

Colour appareance
Colour temperature
Luminous flux	
Luminous efficiency 
CRI

FINISHES

On request also available painted satin gold, bronze and dark gray finishes.

Power supply	
Wattage	
Wiring	
Connector	

painted aluminium

painted steel

chrome plated

Colour appareance
Colour temperature
Luminous flux	
Luminous efficiency
CRI	

TECHNICAL DATA

PHOTOMETRIC DATA

satin nickel plated

natural white

4300 Kelvin

390 lm

130 lm/W

Ra >80	

warm white

3000 Kelvin

360 lm

120 lm/W

Ra >80

Device with non-replaceable LED module

Energy efficiency class: A++, A+, A

EU Regulation No. 874/2012
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PLUG&PLAY SYSTEM

The SMALLY PLUS power lead can be disconnected and allows the device 
to be easily disconnected and removed if necessary. The system manages 
the connection of cables of various lengths. The power lead is supplied 
in a 2000mm length, along with the MiniPlug connector. The Micro12 
connection system is also available upon request.

UTILITY MODEL APLLICATION



CALL ME FW

TOUCH ME FW

DOMUS Accessories
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TOUCH ME FW is a multifunction built-in dimmer switch for 12Vdc and 24Vdc LED appliances. 
The appliances switch on and off with a simple touch of the luminous LED. TOUCH ME FW 
has different functions including: light intensity regulation and automatic switching off after 18 
hours of continuous operation.

Dimensions (switch):
L 35mm x L 35mm - built-in hole Ø 30mm depth 9mm

CALL ME FW is a wireless dimmer switch that remotely switches on 12Vdc and 24Vdc 
LED appliances. This small remote control has different functions including: light intensity 
regulation and automatic switching off after 18 hours of continuous operation. CALL ME FW 
is supplied with a support for a free installation on surfaces. The CALL ME FW supports for a 
built-in installation are available upon request.

Dimensions (remote control):
Ø 36mm - H 14mm

steel
code 1742119

aluminium
code 1742110

white
code 1742101

aluminium
code 1742010

white
code 1742001

SMALLY can be connected to various electronic sensor switches: presence and proximity sensors, touch and wireless 
switches, etc. Of all the many DOMUS Accessories collection, CALL ME and TOUCH ME are amongst the most innovative 
devices.

supports for built-in installation
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CONFIGURATIONS

SMALLY can be installed as recessed both with a through hole 
and with a blind hole on wood based panels. The fitting system is 
fast and tool-free, thanks to the steel springs with lateral pressure. 
The cable outlet of 2000 mm fitted with a connector to the quick 
coupling, is radial or axial in relation to the bearing plane. It does not 
create further obstruction. 

The device can be installed on a surface using two types of spacers. 
The SMALLY SP version guarantees symmetrical light projection. 
The SMALLY OB version, with asymmetrical projection, enables a
spotlight to be installed against the wall, thus easily concealing the 
device cable behind the cabinet. 

BUILT-IN INSTALLATION: SMALLY

INSTALLATION

SURFACE INSTALLATION: SMALLY SP and SMALLY OB

SMALLY PLUS SMALLY SMALLY IP44

WITH DISCONNECTABLE POWER LEAD WITH PREWIRED POWER LEAD PROTECTED AGAINST WATER SPLASHES

feeding by constant voltage converter polarized connector for 12Vdc

feeding by 220÷240Vac
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CODE DIAGRAM

19 - painted steel 10 - painted alluminium 17 - satin nickel plated 09 - chrome plated

How to order

1 2 1 7 6

model

SMALLY Plus OB chrome plated natural white

18 - painted bronze 27 - painted dark gray 36 - painted satin gold 

Model Code

SMALLY 12178

SMALLY SP 12180

SMALLY OB 12179 Finish Code

Chrome plated 09

Painted aluminium 10

Satin nichel plated 17

Painted bronze 18

Painted steel 19

Painted dark gray 27

Painted satin gold 36

Light colour Code

Natural white N

Warm white B

Model Code

SET SMALLY 2X 22189

SET SMALLY 3X 22190

SET SMALLY 4X 22191

SET SMALLY 5X 22192

Model Code

SET SMALLY SP 3X 22193

SET SMALLY SP 5X 22194

Model Code

SET SMALLY OB 3X 22195

SET SMALLY OB 5X 22196

Model Code

SMALLY Plus 12174

SMALLY Plus SP 12175

SMALLY Plus OB 12176

Model Code

SET SMALLY Plus 2X 22174

SET SMALLY Plus 3X 22175

SET SMALLY Plus 4X 22176

SET SMALLY Plus 5X 22177

Model Code

SET SMALLY Plus SP 3X 22183

SET SMALLY Plus SP 5X 22185

Model Code

SET SMALLY Plus OB 3X 22179

SET SMALLY Plus OB 5X 22181 * available only for SMALLY model

It is very easy to select your desired item: take the code 

of the chosen model, whether it is a single spotlight or a 

set, then add the finish code, then the light colour code, 

and finally, if necessary, the IP44 configuration code.

finish

0 9

colour light

N

2 2 1 8 3

model

SET SMALLY Plus SP 3X bronze warm white

finish

1 8

colour light

B

IP44* Code

IP44 configuration P
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ISO 9001:2008

F

SMALLY collection 

ISO 14001:2004

ASSIL - Associazione Nazionale Produttori Illuminazione
www.assil.it
www.anie.it
www.lightingeurope.org

CONFINDUSTRIA - Confederazione Generale dell’Industria Italiana
www.confindustria.it

Consorzio ECOLIGHT 
www.ecolight.it

CEI - Comitato Elettronico Italiano
www.ceiweb.it

Insulation degree II
Appliances in which electric shock protection is provided, in addition to the basic insulation, by further or reinforced insulation (also known as
double insulation). In this case, the appliance does not need to be connected to the mains earth.

Insulation degree III
This symbol identifies appliances that operate at very low voltages (12 Volts, for example) and are therefore connected to very low safety voltage 
power circuits. In this case too, the appliance does not need to be connected to the mains earth.

Protection degree F
Appliances bearing the F symbol may be installed directly on normally inflammable surfaces. Normally inflammable surfaces are defined as
surfaces made from materials such as wood or wood derivates and which are more than 2 mm thick.

This symbol identifies appliances that are suitable only for inside use.

All the lighting appliances published in this catalog with the corresponding CE mark, have been projected and built in conformity to the EN 60598-1 
European norm that is up to the international standard norm IEC 598-1. 

MARKS and SYMBOLS

Certified company UNI EN ISO 9001:2008

DOMUS Line is a member of the main business associations and collaborates with the most important international certification houses.

CERTIFICATIONS

Certified company UNI EN ISO 14001:2004



Copyright

© 2015 DOMUS Line®

The brand and name DOMUS Line are registered trademarks.
The patented designs published in this document are copyrighted; counterfeiting will be prosecuted according to law. Any reproduction or 
dissemination by any means, photocopying, internet, recording, or otherwise, of all or part of this document without the express written permission 
of DOMUS Line is prohibited.

Disclaimer

This document is distributed as “uncontrolled” and DOMUS Line reserves the right to change the characteristics of the products to meet any technical 
or commercial needs, without prior notice. DOMUS Line verified the data published in this document with the utmost attention. However, because of 
the variables that exist between the development process and the publication of the catalog, DOMUS Line assumes no responsibility for errors, gaps 
in data, inaccuracies, and so on.

Warranty

Each unit is fully guaranteed for a period of 12 months from the date of delivery. From the warranty are excluded all defects caused by force majeure 
(lightning, fire, etc..), as well as any damage caused by improper use of equipment. The products must be installed and/or used in accordance with 
the specifications and instructions given by DOMUS Line Srl. They must also be installed and/or used in compliance with the provisions governing 
the installation and/or use of electric material force in the country where the products are installed and/or used. To this end, the buyer expressly 
releases DOMUS Line Srl from any responsibility for improper use, failure to comply with safety standards, technical specifications and instructions 
for use. The products which do not meet the standards and/or specifications in force in the European Union, will only be provided to the buyer 
that in the order specifies that the destination country does not belong to the European Union and indicating to have exhausted all the controls on 
compatibility of safety standards in force in the country outside the EU for which they are intended. In the absence of other arrangements for testing 
of the equipment, the standards established by the CEI (Italian Electrotechnical Committee) are valid. The warranty is void without fail in the event 
of tampering with the equipment by persons or technicians not specifically authorized by DOMUS Line Srl. The warranty does not cover normal 
wear and tear or the consequences of improper installation, nor the failure and/or breaks caused by inexperience and/or neglect.



DOMUS Line srl
Via Maestri del Lavoro, 1 I-33080 Porcia (PN) Italy

P. +39 0434 595911 F. +39 0434 923345

info@domusline.com

www.domusline.com


